3+ EXIST. AGG.

22" + EXISTING UNREINFORCED P.C.C. PAVEMENT, 6"+

SHOULDER, TYP. |

EXISTING

4+ EXIST. AGG.,

[EX\ST\NG RANDOM CRACK

/
AN N
y

RS,
]

orls LY
SEEBEHNENEEAEE X
EEREER Hgi’ BEE

0-0.¢

“EXISTING UNREINFORCED 6" CONCRETE
PAVEMENT WITH SPORADIC FAILURES
AND RANDOM CRACKS.

EXISTING CONCRETE PAVEMENT

STA. 0+00 TO STA. 349+34.19 BACK=353+35.81 AHEAD

AGGREGATE BASE, 47+~

22'+ EXISTING BITUMINOUS PAVEMENT, 4"+

SHOULDER, TYP.

4'+ EXIST. AGG. |

EXlelNG AGGREGATE BASE, 4”

EXISTING 2" BIT. SURFACE ON 2"
BIT. BINDER, WITH RUTTING AND
DISPLACED CREST. RUTTING DEPTH
AND CREST HEIGHT VARIES,—\

SRR R

NCEXISTING SOIL e
CEMENT BASE
EXISTING BITUMINOUS PAVEMENT

STA. 349+34.19BACK = 353+35.81AHEAD TO STA. 359+00
STA. 373+50 TO STA. 375+81.81

STA. 379+15.35 TO STA. 381+50

STA. 414+50 TO STA. 418+23

22'+ EXISTING BITUMINOUS PAVEMENT, 3 3/4"+

SHOULDER, TYP.

2'=7"—EXIST. CURB ,

EXISTING 1 3/4” BIT. SURFACE ON 2"
BIT. BINDER ON VAR. DEPTH LEVELING
BINDER, WITH RUTTING AND DISPLACED
CREST. RUTTING DEPTH AND CREST

HEIGHT VARIES.—

i P

EXISTING BITUMINOUS e
ROAD MIX BASE, 4"t.

EXISTING BITUMINOUS PAVEMENT

STA. 359400 TO STA. 373+50
STA. 381+50 TO STA. 414+50

26’+ EXISTING BITUMINOUS PAVEMENT, 4"+

AND GUTTER, TYP.

EXISTING AGGREGATE BASE, 4"

EXISTING 2” BIT. SURFACE ON 2"

BIT. BINDER, WITH RUTTING AND

DISPLACED CREST. RUTTING DEPTH

AND CREST HEIGHT \/ARIES.W‘ L
B e N IS e

EXISTING SOIL
CEMENT BASE

EXISTING BITUMINOUS PAVEMENT WITH CURB AND GUTTER

STA. 419+73 TO STA. 463+64.84

TOTAL SHEET

ROUTE NO. SHEETS NO.

SECTION COUNTY

FAS 721 05-00111-00-RS FAYETTE 7 4

FEDERAL AID PROJECT ILLINOIS

PROJECT  RS—0721 (221)

CONTRACT NO. 95645

22°+ EXISTING P.C.C. PAVEMENT ,
11 ¢

NOTE: ALL EXISTING LONGITUDINAL AN
AND TRANSVERSE JOINTS TO ST
BE CLEANED AND FILLED.

PROPOSED TYPICAL SECTION - A

STA. 0+00 TO STA. 349+34.19 BACK=353+35.81 AHEAD

4 *22" AND VAR. EXISTING BITUMINOUS PAVEMENT

AGGREGATE WEDGE SHOULDER, TYPE B
(1.5" TO FEATHERED EDGE) ENSURE
POSITIVE DRAINAGE.

EXISTING CONC. CURB
AND GUTTER TO REMAIN,

HMA SURFACE R
[IRVE R 7

SHOULDER

/r-LE\/ELlNG BINDER (M.M.),
| IL-9.5, N70, 0.75".
/|

*11" & VAR,
__3/16"/r1.

ya <
: [ e |

£ -

e HMA SURFACE REMOVAL. — HMA SURFACE COURSE, MIX D,
VARIABLE DEPTH [ZZZZZ2

N70, PG 64—22, 1.5".

PROPOSED TYPICAL SECTION - B

STA. 349+34.19 BACK=353+35.81 AHEAD TO STA. 418+23
BRIDGE OMISSION STA. 375+81.81 TO STA. 379+15.35
% VARIABLE WIDTH PER TRANSITION STA. 418+23 TO STA. 419+73

26’+ EXISTING BITUMINOUS PAVEMENT

—HMA SURFACE COURSE,
13 & [ MIX D, N70, PG 64-22,
- 1.5". MILLING DEPTH = 1.25", TYP.
>] / AT EDGE OF PAVEMENT
VAR. 1.00% MIN. / VAR 100% MN, | | e oo
g ot LT T

EMOVAL;

PROPOSED TYPICAL SECTION - C

STA. 419+73 TO STA. 483+64.84

RHUTASEL and ASSOCIATES, INC.
CONSULTING ENGINEERS » LAND SURVEYORS
CENTRALIA, ILLINOIS FREEBURG, ILLINOIS
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